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Product Information

100Series

SVS0308a

Safety Through Vision SVS100SL# Type 2 mount
High Mount Stop Light Camera            

Flat mount type (Type 2)

High Mounted Stop light with integrated Reverse Camera are universal type 2 mount - means you can screw them on from  the front without 
recessing the units. The SVS cameras are simple to install and intergrate with the SVS 100 Series of monitors and accessories.These high 
mount Stop Light Cameras feature LED Lights with CE certification (SVS100SL2 is without Light). Cameras are adjustable within the mount 
(SVS100SL5 fixed camera) and swivel to suit specific directional view and each have 6 x IR LED’s to improve low light vision with 10m range 
while providing a wide field of view with 170 degrees of vision. SVS100SL5 Without IR LED’s and has standard 130 degree view.

• IP68
• ��170degree Viewing Angle
• Recess Mount style (type 2)
• Inbuilt Camera with 6 x IR LED’s 
• CE certified
• Flush Mount - Screws from front

Features Specifications

Product Information

*Conditions apply, visit svsaustralia.com for full warranty conditions

SVS100SL2

SVS100SL3

SVS100SL4

Suits: Iveco Daily 2011-2014 4 gen and 
Universal Mount (light not included)

Suits: Universal Mount

Suits: Universal Mount

SVS100SL5
Suits: Universal Mount - Slimline series

Sensor / Viewing Angle 1/3 SONY CCD  / 170egrees SVS100SL5130deg

Resolution 752×582 pixels

TV System PAL 650TVL

Voltage 12VDC

Interface Analog

Working Temperature -200C ~ +700C

Microphone Yes SVS100SL5 Nn

Ingress Rating IP68


